
#6309G LOG END SEALER
DESCRIPTION: A pliable, wax sealer that will reduce moisture loss from cut 
log ends. Limits end checking and bark splitting on cut wood to reduce loss. 
Helps prevent mold and mildew from forming inside of the wood. Coating is 
removable with hot water under moderate pressure.

APPLICATIONS: Apply to cut ends of sawn logs and lumber. May also be 
applied to trees after limb removal to speed healing and prevent insect 
attack at the cut.

DIRECTIONS: For roller or brush application, apply full strength using a foam 
roller or synthetic brush. Avoid overloading, which causes sags and runs. For 
spray application, spray uniformly from a 6-10" distance. One coat is 
recommended but many coats may be applied. For best results, use at room 
temperature.

WARNING: Keep away from heat, spark or open �ame. Avoid prolonged 
overexposure to sunlight or heat, which may cause bursting. Do not burn, 
incinerate or store above 120°F (49°C). Avoid continuous breathing of 
vapors and mist. Use with adequate ventilation. If you experience eye 
watering, headaches, nausea or dizziness, increase fresh air�ow and/or wear 
NIOSH approved respiratory protection. FIRST AID: If swallowed, do not 
induce vomiting. Call physician immediately. If eye contact occurs, �ush 
eyes with plenty of water for 15 minutes. For skin contact, wash thoroughly 
with soap and water. In either case, if irritation persists, see physician 
immediately. NOTICE: Reports have associated repeated and prolonged 
occupational overexposure to solvents with permanent brain and nervous 
system damage. Intentional misuse by deliberately concentrating and 
inhaling the contents may be harmful or fatal.
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HARMFUL IF SWALLOWED
(Read caution details on back panel before using)
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This product does not contain chemicals that would require the use of 
pictograms or hazard phrases on the label as de�ned by the OSHA 29 CFR 
1910-1200 Hazard Communications Standard.
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