
Max Burton® Smart Pot To Go #6939

IMPORTANT SAFEGUARDS
Read all instructions before operating•	
Do not immerse cord or plug in water or other liquids•	
Do not let cord hang over edge of table or counter•	
Do not touch hot surfaces•	
Do not clean with metal scouring pads•	
Do not use if pot is cracked•	
Do not use while vehicle is moving•	
Do not use for anything other than its intended use•	
Unplug when not in use and before cleaning•	
Allow unit to cool before storing•	
Administer close supervision when using around children•	
Unit and contents can become very hot and steam may be created. Take •	
precautions to prevent accidental spills when moving.
This unit will not shut off automatically.  Turn off immediately after use.•	

PARTS IDENTIFICATION

OPERATION
Open the 1. liD by gently lifting the lATch.
Fill the 2. pOT	with	your	desired	contents.		Do	not	fill	above	the	maximum	
20	oz.	fill	line.
close the 3. liD	and	firmly	snap	it	shut.
plug the 12-volt 4. plUg into any Dc power receptacle or cigarette lighter 
socket.
Turn the switch to the ON position.  it will illuminate.5. 
A white light will also illuminate at the bottom of the 6. pOT	to	confirm	the	
pOT is seated properly in the heATiNg bAse.
heating time will vary according to the contents of the 7. pOT.
The h8. eATiNg bAse will automatically shut off if the contents have 
boiled away, if the pOT is removed or if the 12-volt input power is not 
sufficient.
The smart pot may be used with our 200 watt converter #6993 to allow 9. 
it to plug into any 120V electrical outlet.  Available from your local retailer 
or www.athenabrand.com. 

NOTe:  it is not recommended that you use this appliance without the vehicle 
running as it may drain the battery.

MOUNTING BRACKET
To use the mounting bracket to attach the smart pot to your vehicle’s 
doorframe, slide the long section of the mounting bracket into the window 
well.  bend the bracket downward to a vertical position so the grooves on the 
bracket allow you to slide the clip on the smart pot into them.

CLEANING
Unplug base unit before cleaning.1. 
Wash the pot with warm soapy water, without immersing it.  Rinse 2. 
carefully and wipe dry with a clean soft cloth.
clean the base unit with damp cloth and dry with a clean soft cloth.  Do 3. 
not immerse.
Not dishwasher or immersion safe.  Doing so may damage both units.4. 
Do not use abrasive cleaners or scrubbers.5. 

TROUBLESHOOTING
 if the 12-volt circuit fails to operate, try the following suggestions:

Unplug from the power supply an make sure that the receptacle is 1. 
clean.  DO NOT Use MeTAl TOOls.  if cleaning is needed, use only 
insulators, such as wood.
check the plug’s fuse.  carefully unscrew the plug’s top section. Remove 2. 
and check the fuse with the proper electronic meter. if defective, replace 
with	correct	fuse	(see	specification	for	type).		Also	check	the	vehicle’s	
fuse panel.
some cigarette lighters have a separate circuit breaker located directly 3. 
behind the cigarette lighter receptacle.  if you lighter is not working, this 
circuit breaker may have blown and could require replacement. consult 
your vehicle owner’s manual for replacement.
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Smart Pot to Go™

OPERATING INSTRUCTIONS

SPECIFICATIONS
pOWeR sOURce 12V Dc
pOWeR cONsUMpTiON 6.5 amp/75 watt
FUse 10 amp 250V glass fuse
pOWeR cORD 6	½	ft.(2	m)
WeighT 1	lb.	(500	g)
DiMeNsiONs 6.58”	x	3.35”	x	7.09”
liQUiD cApAciTY 20	oz.	(600	ml)
MAX TeMpeRATURe 210°F	(99°C)
cONsTRUcTiON Main body & lid:  Abs plastic

pot:  polycarbonate
sAFeTY FeATURes electronic auto shut-off•	

liquid detection sensor•	
power fuse disconnect•	
strong heat resistant •	
polycarbonate pot
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